
863 

Coast Guard, DHS § 167.451 

(b) A traffic lane for northbound traf-
fic is established between the separa-
tion zone and a line connecting the fol-
lowing geographical positions: 

Latitude Longitude 

37°39.30′ N 122°39.20′ W. 
37°27.00′ N 122°39.20′ W. 

(c) A traffic lane for southbound traf-
fic is established between the separa-
tion zone and a line connecting the fol-
lowing geographical positions: 

Latitude Longitude 

37°27.00′ N 122°44.30′ W. 
37°39.40′ N 122°44.30′ W. 

§ 167.404 Off San Francisco: Western 
approach. 

(a) A separation zone is bounded by a 
line connecting the following geo-
graphical positions: 

Latitude Longitude 

37°41.90′ N 122°48.00′ W. 
37°38.10′ N 122°58.10′ W. 
37°36.50′ N 122°57.30′ W. 
37°41.10′ N 122°47.20′ W. 

(b) A traffic lane for south-westbound 
traffic is established between the sepa-
ration zone and a line connecting the 
following geographical positions: 

Latitude Longitude 

37°42.80′ N 122°48.50′ W. 
37°39.60′ N 122°58.80′ W. 

(c) A traffic lane for north-eastbound 
traffic is established between the sepa-
ration zone and a line connecting the 
following geographical positions: 

Latitude Longitude 

37°35.00′ N 122°56.50′ W. 
37°40.40′ N 122°46.30′ W. 

§ 167.405 Off San Francisco: Main ship 
channel. 

(a) A separation line connects the fol-
lowing geographical positions: 

Latitude Longitude 

37°45.90′ N 122°38.00′ W. 
37°47.00′ N 122°34.30′ W. 
37°48.10′ N 122°31.00′ W. 

(b) A traffic lane for eastbound traf-
fic is established between the separa-

tion line and a line connecting the fol-
lowing geographical positions: 

Latitude Longitude 

37°45.80′ N 122°37.70′ W. 
37°47.80′ N 122°30.80′ W. 

(c) A traffic lane for westbound traf-
fic is established between the separa-
tion line and a line connecting the fol-
lowing geographical positions: 

Latitude Longitude 

37°46.20′ N 122°37.90′ W. 
37°46.90′ N 122°35.30′ W. 
37°48.50′ N 122°31.30′ W. 

§ 167.406 Off San Francisco: Area to be 
avoided. 

A circular area to be avoided, with a 
radius of half of a nautical mile, is cen-
tered upon geographic position: 

Latitude Longitude 

37°45.00′ N 122°41.50′ W. 

§ 167.450 In the Santa Barbara Chan-
nel Traffic Separation Scheme: Gen-
eral. 

The Traffic Separation Scheme in 
the Santa Barbara Channel is described 
in §§ 167.451 and 167.452. The geographic 
coordinates in §§ 167.451 and 167.452 are 
defined using North American Datum 
1983 (NAD 83). 

§ 167.451 In the Santa Barbara Chan-
nel: Between Point Vicente and 
Point Conception. 

(a) A separation zone is bounded by a 
line connecting the following geo-
graphical positions: 

Latitude Longitude 

34°20.90′ N 120°30.16′ W 
34°04.00′ N 119°15.96′ W. 
33°44.90′ N 118°35.75′ W. 
33°43.20′ N 118°36.95′ W. 
34°02.20′ N 119°17.46′ W. 
34°18.90′ N 120°30.96′ W. 

(b) A traffic lane for north-westbound 
traffic is established between the sepa-
ration zone and a line connecting the 
following geographical positions: 

Latitude Longitude 

34°21.80′ N 120°29.96′ W. 
34°04.80′ N 119°15.16′ W. 
33°45.80′ N 118°35.15′ W. 
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(c) A traffic lane for south-eastbound 
traffic is established between the sepa-
ration zone and a line connecting the 
following geographical positions: 

Latitude Longitude 

33°42.30′ N 118°37.55′ W. 
34°01.40′ N 119°18.26′ W. 
34°18.00′ N 120°31.16′ W. 

§ 167.452 In the Santa Barbara Chan-
nel: Between Point Conception and 
Point Arguello. 

(a) A separation zone is bounded by a 
line connecting the following geo-
graphical positions: 

Latitude Longitude 

34°20.90′ N 120°30.16′ W. 
34°18.90′ N 120°30.96′ W. 
34°25.70′ N 120°51.81′ W. 
34°23.75′ N 120°52.51′ W. 

(b) A traffic lane for westbound traf-
fic is established between the separa-
tion zone and a line connecting the fol-
lowing geographical positions: 

Latitude Longitude 

34°21.80′ N 120°29.96′ W. 
34°26.60′ N 120°51.51′ W. 

(c) A traffic lane for eastbound traf-
fic is established between the separa-
tion zone and a line connecting the fol-
lowing geographical positions: 

Latitude Longitude 

34°18.00′ N 120°31.16′ W. 
34°22.80′ N 120°52.76′ W. 

§ 167.500 In the approaches to Los An-
geles-Long Beach Traffic Separa-
tion Scheme: General. 

The Traffic Separation Scheme in 
the approaches to Los Angeles-Long 
Beach consists of three parts: a Pre-
cautionary Area, a Western Approach, 
and a Southern Approach. The specific 
areas in the approaches to Los Angeles- 
Long Beach are described in §§ 167.501 
through 167.503. The geographic coordi-
nates in §§ 167.501 through 167.503 are 
defined using North American Datum 
1983 (NAD 83). 

[USCG–2000–7695, 65 FR 53913, Sept. 6, 2000] 

§ 167.501 In the approaches to Los An-
geles/Long Beach: Precautionary 
area. 

(a) The precautionary area consists 
of the water area enclosed by the Los 
Angeles-Long Beach breakwater and a 
line connecting Point Fermin Light at 
33°42.30′ N, 118°17.60′ W, with the fol-
lowing geographical positions: 

Latitude Longitude 

33°35.50′ N 118°17.60′ W. 
33°35.50′ N 118°09.00′ W. 
33°37.70′ N 118°06.50′ W. 
33°43.40′ N 118°10.80′ W. 

(b) Pilot boarding areas are located 
within the precautionary area de-
scribed in paragraph (a) of this section. 
Specific regulations pertaining to ves-
sels operating in these areas are con-
tained in 33 CFR 165.1109(d). 

[USCG–2000–7695, 65 FR 53913, Sept. 6, 2000] 

§ 167.502 In the approaches to Los An-
geles-Long Beach: Western ap-
proach. 

(a) A separation zone is bounded by a 
line connecting the following geo-
graphical positions: 

Latitude Longitude 

33°37.70′ N 118°17.60′ W. 
33°36.50′ N 118°17.60′ W. 
33°36.50′ N 118°23.10′ W. 
33°43.20′ N 118°36.90′ W. 
33°44.90′ N 118°35.70′ W. 
33°37.70′ N 118°20.90′ W. 

(b) A traffic lane for northbound 
coastwise traffic is established between 
the separation zone and a line con-
necting the following geographical po-
sitions: 

Latitude Longitude 

33°38.70′ N 118°17.60′ W. 
33°38.70′ N 118°20.60′ W. 
33°45.80′ N 118°35.10′ W. 

(c) A traffic lane for southbound 
coastwise traffic is established between 
the separation zone and a line con-
necting the following geographical po-
sitions: 

Latitude Longitude 

33°35.50′ N 118°17.60′ W. 
33°35.50′ N 118°23.43′ W. 
33°42.30′ N 118°37.50′ W. 

VerDate Mar<15>2010 07:59 Sep 03, 2010 Jkt 220131 PO 00000 Frm 00874 Fmt 8010 Sfmt 8010 Y:\SGML\220131.XXX 220131er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-28T08:33:52-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




